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2020-2021 C8 Corvette  

QR - Side Skirt Installation Instructions 

 

 

When installing your Quinten Racing products, first read through the full 

installation instructions and check that you have all parts, hardware and tools 

required. Contact customer service at www.QuintenRacing.com with any 

questions. 
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Description Qty 

LH Side Skirt (with double sided tape installed) 1 

RH Side Skirt (with double sided tape installed) 1 

Wide-Flange Aluminum Rivet 1/8” 15 

 

Tools Required(Photo 1): 

7mm Wrench 

Power Drill (right angle is recommended if you do not have access to a lift) 

1/8” Drill Bit 

1/8” Rivet Tool 
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Limit of Liability Statement: 

All parts should be installed by a trained industry professional. 

The information in this instructional was accurate at the time it was written 

and is subject to change without notice or liability. Quinten Racing reserves the 

right to revise this publication or discontinue the production of parts at any time. 

Safety Requirements: 

• Always apply parking brake when working on the vehicle 

• Block the front and rear tires if not using a full vehicle lift 

• Always refer to vehicle manual for proper lifting specifications  

• Always wear safety glasses 

 

Understanding how the side skirts attach: 

 Each side skirt has 8 holes and 2 strips of double-sided tape. The forward most 7 

holes require drilling into the underside of the rocker and use the provided rivets. 

The rear most hole reuses the bolt taken out in step 2.(See Photo 2) 

 

 

 

 

 

 

 

 

 

Photo 2 
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Installation: 

Step 1: Raise the vehicle at a least the distance required to fit drill with drill bit 

under the car.(ramps, hydraulic jack, lift etc.) Be sure the vehicle is secure before 

continuing to step 2. 

 

Step 2: Begin with the LH side. Using the 7mm wrench, remove the bolt on the 

underside of the rocker panel right in front of the rear wheel.(See Photo 3) 
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Step 3: Partially remove backing on each piece of double sided tape.(See Photo 4)  

 

Step 4: Loosely install the rear most bolt you removed in step 2.(See Photo 5) 

 

Photo 5 
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Step 5: Remove the backing on the double-sided tape completely. 

 

Step 6: Align the front of the skirt with the splash guard(See Photo 6) and gently 

push the skirt onto the rocker once in position. Double check fitment and then 

push the skirt fully against the rocker to promote full tape adhesion. 

 

 

 

 

 

Photo 6 
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Step 7: Using the 1/8” drill bit, drill the middle hole on the underside of the rocker 

panel.(See Photo 7)  

 

 

Step 8: Using the rivet tool, install the provided wide-flange rivet into the hole just 

drilled.(See Photo 8) 

 

Photo 7 

Photo 8 
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Step 9: Repeat steps 7 and 8 for each additional hole working outward from the 

middle hole you started with. (See Photo 9) DO NOT DRILL THE REAR MOST HOLE 

WHERE THE BOLT IS INSTALLED.  

 

 

Step 10: Now that all 7 rivets are installed, tighten the 7mm bolt that was loosely 

installed in step 4. 

 

Step 11: Repeat Steps 2-10 for the RH side. 

 

Step 12: Ensure both side skirts are fully secured. 

 

Step 13: Lower vehicle back onto the ground. 

6 4 2 1 3 
5 

7 

Photo 9 


